


MusiQ IS delivers at a glance control using disereté keypadbat can be co-

ordinated to complement you decor. As well as the control functions already mentioned,
the KMM keypad also features an infra-red receiver which permits infra-red commands
from your existing system remote controls to be relayed back to the central system.
Say you want to linkigleo, satelliter cablesource with MusiQ. Once again, MusiQ

hands you complete control.

The MusiQ controller is the OengineO of your multi-room systerG.Dastiadd
tunersource components and as many pairs of speakers as there are rooms you want
to include and start enjoying hi-fi anywhere in your home. Unlike some other OlifestyleO
systems, MusiQ doesnOt tie you down to one brand. YouOre free to mix components

from a wide choice of approved top names*.

*Subject to compatibility. Check with your dealer
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S FEATURES

Up to two sources independently available in up to 24 rooms
using multiple MusiQ controllers.

Interchangeable facia plates for the KMM keypad allows you to co-
ordinate the system with the decor.

- - _ _
Independent source selection and volume control in any room.
Sophisticated microprocessors for exceptional sound, flexibility
. and convenience.
MusiQ IS Controller KMM Keypads
; One-touch operation of source components from both the KMM Keypad
N S O NI N e ——— or RF handset. Press “CD”, for example, and it starts to play.
Microphone paging - announcements can be routed through the system
. using either a microphone or a door entry phone.
Also available:
MusiQ RFS - the wireless solution to multi-room control. Built-in power amplifiers for each zone.
Call for details. Party Mode effectively slaves all zones to one, so that source selection

and volume levels are the same - but controlled in a synchronised fashion.

Plug and play compatibility with a wide variety of popular brands
including Denon, Pioneer, Sony, Yamaha & Philips/Marantz/Arcam
"R.C-5" code protocol as used in many specialist hi-fi brands.*

*CAUTION: MANY MANUFACTURERS ALTER PRODUCT SPECIFICATIONS WITHOUT
PRIOR NOTICE. CHECK WITH YOUR DEALER FOR COMPATIBILITY FIRST.

Extending your existing Hi-Fl

Flexibility & Control that grows with you SPECIFICATIONS
Number of Audio Inputs 2 Stereo
Number of Speaker Ouputs 4 (2 x Stereo Zones)
EXISTING HI-FI
= = Maximum Output Power 22W rms at 0.1%THD One Channel Driven

Measured at 1kHz into 5 Ohms
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Frequency Response 20Hz -20kHz +/-0.5dB
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Recommended Speaker Impedance 4-16 Ohms
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3 2NDROOM COVERED |~ [ ¥ Distortion THD 1kHz at 10W <0.04% One Channel Driven
= Measured into 5 Ohms
ki Input Sensitivity/Impedance 370mV rms into 100k Ohms
= @) @) — For full output at maximum volume
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3RDROOMCOVERED =1 =1 @ Power Consumption 120 Watts
Simply adding another system will extend the rooms covered. Controller Dimensions 112(w) x 250(d) x 160(h) mm
Weight 3.5kg
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' QED Audio Products Ltd, CEDIA
Unit 16, Woking Business Park, Albert Drive,
Woking, Surrey, England GU21 5)Y UK Founder Member

""" up to 24 rooms (ZON ES) CAN BE COVERED BY ADDING MORE SYSTEMS.
Tel: +44 (0) 1483 747474

Fax: 0) 148 600
+44 ( ) 4 3 545 QED OPERATE A POLICY OF CONTINUAL

Email: panic@qed.co.uk IMPROVEMENT AND RESERVE THE
RIGHT TO AMEND DESIGNS AND
Internet: http://www.qed.co.uk SPECIFICATIONS WITHOUT PRIOR NOTICE.



